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AMENDMENTS TO THE CLAIMS 

This listin g of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims; 

1 . (currently amended) A system for restricting features in a wireless network, comprising: 
at least one base station; 

at least one wireless terminal wirelesslv connectable to one or more base stations and 
wirelesslv connected to said at least one base station, each base station operative in 
communicating an incoming communication directed to, and an outgoing communication 
originated by, each wirelesslv connected wireless terminal locat e d within a given rongo of ooid 
e ach bas e station ; and 

a base station rules database comprising representations of base station r ules restricting 
I br r e striction on features of said each wireless terminal wirelessly connected to a respective said 
each base station, wherein any [[the]] restriction for at l e oat one said each wirelesslv connected 
wireless terminal is dependent on the base station rules a speeifio corresponding to the respective 
said base station, and wherein said respective base station a pplies said base station rules 
responsiv e to communications between wirelessly connected wireless terminals and said 
respective base station and the location of each of said wirelesslv connected wireless terminals 
rul e o databoGO ig aoo e so e d (i) in rooponso to on incoming communication direotod to a wrologgly 
conjo e ot e d oaid oach - wirel e ss t e rminal located within said given rang e of said speoifio 
Qorroflponding base otation and/or (ii) in reaponoo to an outgoing oommunicQtion originot ed-by 
said wirologoly conncot e d each wir e t e as t e rminal locatod within soid givon rang e of gaid pp e oific 
eerr es ponding bosQ Qtation. 
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2. (original) The system of claim 1, wherein the restriction on features depends at least on the 
time of day. 

3. (currently amended) The system of claim 1, wherein th e r es triction on features are restricted 
depending d e pends at least on the priority of said each of said wirelesslv connected wireless 
terminals, wir e l e ss t e rminal . 

4. (original) The system of claim U wherein the restriction on features depends at least on 
whether a communication is incoming or outgoing. 

5. (original) The system of claim 1, wherein the restriction on features depends at least on 
whether a communication is designated as an emergency. 

6. (previously presented) The system of claim 1, wherein at least one wirelessly coxmected 
wireless terminal is a wireless telephone, 

7. (currently amended) The system in claim 1, wherein a restriction on features is that at least 
one wireless terminal ar eerr e sponding t e rmina l may not ring while wirelesslv connected to said 
respective base station - 

8. (canceled) 

9. (currently amended) A method for the restriction of features in a wireless network;^ comprising 
the steps of: 

detennining which one of a plurality of terminals is associated with an incoming 
conmiunication, and whether the one of a plurality of terminals is connected to a base station that 
is selecti vely operative in coromunicating incoming communications directed to the one of a 
plurality of terminals; 

accessing, in response to the incoming communication and in the event of the one of a 
plurality of terminals being connected to said base stati on, at least one database to look up base 
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station rules governing restriction on the base station connected to the one of a plurality of 
terminals, the restriction on the base station being independent of the specific identity of the one 
of a plurality of terminals; and 

activating the one of a plurality of connected terminals if allowed, wherein the allowance 
depends at least on the restrictioii on the base station in the base station rules . 

10. (currently Amended) The method of claim 9, further comprising the step of accessing the at 
least one database to look up the base station r ules governing restriction on the one of a plurality 
of terminals, and wherein the allowance depends at least on the restriction on the one of a 
plurality of terminals. 

1 L (original) The method of claim 9, wberein the allowance does not depend on the location of 
the at least one terminaL 

12. (ori ginal) The method of claim 9, wherein the allowance depends at least on whether the 
communication is designated as an emergency. 

13. (previously presented) The method of claim 9, wherein the restriction on the base station is 
time-dependent. 

T4- (original) The method of claim 9, wherein the allowance depends at least on the format of 
communication. 

15. (currentiy amended) The system of claim 9, wherein the one of a plurality of tenninals is a 
wireless telephone in a private wireless network s 

1 6, (original) The system in claim 9, wherein the restriction on the base station is that the base 
station rnay not cause the one of a plurality of terminals to ring. 
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17. (currently amended) A method for the restriction of features in a wireless network, 
comprising the steps of: 

accessing at least one database to look up base station r ules governing restriction on a 
base station in response to the base station receiving a signal firom a wjtelessly connected 
terminal associated with a request for an outgoing communication by the wirelessly connected 
terminal, the restriction on the base station being in dependent of the specific identity of at least 
the one of a plurality of wirelessly conpectedj erminaLs; and 

selectively allowing oonnooting the terminal for th e outgoing commimication from said 
wirelessly connected terminal responsive to if olioweA. wh e r e in tli e- ailowane e Hjopondfl at looflt 
^ the restriction on the ba$e station. 

18. (currently amended) The method of claim 17, further comprising the step of accessing the at 
least one database to look up terminal r ules governing restriction on the wirelessly connected 
terminal^ and wherein the allowance is responsive to doponda at looot on the restriction on the 
terminal in the terminal rules > 

19. (cuixently amended) The method of claim 17, wherein the allowance is responsive to d e p e nds 
ot least on whether the wirelessly connected terminal is inside a predetermined room. 

20. (currently amended) The method of claim 17, wherein the allowance is responsive to d e p e ndo 
ot l e ast on whether the communication is designated as an emergency. 

21 . (preyioTisly presented) The method of claim 17;» wherein the restriction on the base station is 
time-dependent. 

22. (currently amended) The method of claim 17, wherein the allowance is responsive to doponda 
at loQflt on the fonnat of communication. 

23. (currently amended) The system of claim 1 7, wherein the terminal is a wireless telephone jn 
a private wireless network , 
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24. (cxurently amended) The method of claim 17, wherein the allowance is independent of dees 
not depend on the location of the wirelesslv connected t erminal. 

25. (currently amended) The system m claim 1, wherein said base station niles database 
deteraiines whether the rules apply for each wirelesslv connected terminal Testx>nsive to wireless 
connection to said respective dopondo at leaot on wheth e r e ach at l e ast one torminol io ¥ i dr ^le&^ 
oonn e ot e d to on e D e l e ct e d base station^ but [[i$]] otherwise are independent of the location of sai d 
each wirelesslv connected t erminal 

26. (currently amended) The system in claim 1, wherein tlie restriction on features are^fiirthcr 
a pplied responsive to d e p e nds on the specific wirelessly connected Dcdd e ach wireless terminal, 

27. (currently amended) The system in claim 1 \^ierein the restriction on features includes a 
restriction invoked by said each base station independent of the specific identity of the wirelessly 
connected ooid each wireless terminal. 

28. (currently amended) A system for restricting features in a wireless network, comprising: 

a plurality of base stations; 

at least one wireless terminal wirelesslv connec_tablejQ_said_plur^ 
wirelesslv connected to one of said plurality of base stations: 

a base station rules database with representations of rules for restriction on at least two 
base stations^ the rules of restriction indicating whether or not each base station subjects a 
communication received by the base station to a restriction that is independent of the specific . 
identity of the communication originating device and independent of the specific identity of the 
communication destination device, wherein at least one of the communication originating device 
and the communication destination device is said at least one f fall wireless terminal within a 
coverage area of said one the baao fltation ; and 

wherein said base station rules database is accessed _r_e_sponsive to communications 
between wirelesslv connected wireless terminals and respective ones of said plurality of base 
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statioDS and the location of each of said wirelesslv connected wireless terminals f 0 in regpono e to 
on incoming comrniinicati - eiHd i r ee to d- te the wircl e gg t e rminal looat e d - within tho coverag e ore0 of 
tb e- bage^tfltion, and/or (ii) in r e gponae to on outgoing conmiunioQtion originat e d by th e v^ret egs 
torminol located within th e cov e rag e ar e a of tho baoo station . 

29. (currently amended) A system for restricting features in a wireless network, comprising: 

at least one base station^ 

at least one wireless terminal wirelesslv coanectable to and wirelesslv connected to said 
at least one base station, each base station operative in communicating an incoming 
communication directed to, and an outgoing communication originated by, each wirelesslv 
connected w ireless terminal located within a given range of said each base station; and 

a base station rules database comprising representations of base station r ules for 
individuallv restricting r es triction on features of each said at least one_ wi.re]es$ terminal 
wirelessly connected to said each base station, wherein the restriction on features depends at 
least on whether a conmiunication is designated as an emergency and independent of any 
information about said each at least one wireless terminaK and wherein said base station rules 
database is accessed responsivej^p_comm_uni_c_ati_oiis between wirelesslv connected wireless 
terminals and respective base stations and the location of each of said wirelesslv connected 
wireless terminal s_within a gjven range of one of said respecti ve base station, (i) in r es ponse to an 
in co ming oommunioation diroctod to a wolooaly ^onn e ctiKi - aaid- e ach wirolooa tormina] located 
wthin - paid giv e n rong e of said sp e cific ooix e Bponding ba se s tation, and/or (ii) in r e sponse to an 
outgoing oommun i €fltiQfl - <»riginat -e d by 6aid vrir e l e ssly conn e ct e d each wir e l es s tenninal loca te d 
within s aid given Fong e of said opeoifio oorrospondine - baoo station . 

30. (currently amended) A method for the restriction of features in a wireless network, 
comprising the steps of: 

determining which one of a plurality of wireless t erminals is associated with an incoming 
communication, and whether the one of a plurality of terminals is wirelesslv connected to a base 
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station that is selectively operative in communicatiiig incoming communications directed to the 
one of a plurality of wireless t erminals: 

accessing^ in response to the incoming emergency communication to and in th e e vent of 
the one of a plurahty of wireless t erminals wtrelesslv beiag connected to said base station, at 
least one database to look up base station r ules governing restriction on the base station 
wirelcsslv c onnected to the one of a plurality of wireless terminals: and 

selectivelv activating the one of a plurality of wireless terminals responsive to if allowed, 
wh e r & in r th e allowanc e d e pends at l e ast on wh e th e r the emergency communication being [[is]] 
designated [[as]] an emergency. 

3 1 . (currently amended) A method for the restriction of features in a wireless network, 
comprising the steps of: 

accessing at least one database to look up base station rules governing restriction on a 
base station in response to the base station receiving a signal from a wirelessly connected 
terminal associated with a request for an outgoing emergency communication by the wirelessly 
connected terminal; and 

selectively connecting the wirelessly connected terminal for the outgoing emex^ency 
communication responsive to if allowed, whcroin th e allowanc e d e pends at leoDt on whethor t he 
emergency conmiunication being [[is]] designated as an emergency. 
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